
ARM SGP/GIF Radiometer Characterization System (RCS)
36.606 N Latitude     97.486 W Longitude     320 Meters AMSL     Time Zone -6

February 2003

Downwelling Infrared Radiation
Hourly Integrated and Daily Totals

Instrument: Eppley PIR (B)
Watt-Hours per Square Meter

Day 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 Daily

1 254 254 259 257 260 258 261 269 278 279 291 308 293 309 326 317 318 314 310 286 286 290 291 290 6856
2 294 292 299 290 284 289 279 288 290 284 295 301 298 307 311 309 319 320 315 313 311 310 290 277 7165
3 281 292 275 275 325 326 321 320 295 283 307 306 299 299 289 263 299 290 299 271 212 207 205 204 6743
4 204 204 204 202 202 202 202 203 209 215 219 246 243 261 296 272 235 228 224 225 224 226 225 229 5400
5 228 225 224 267 284 283 276 249 249 254 263 267 291 300 304 311 309 311 303 299 311 310 309 309 6735
6 308 307 304 307 309 310 309 308 305 303 305 308 308 307 294 281 274 255 262 274 242 232 193 188 6793
7 185 183 181 180 179 179 178 178 181 186 190 194 197 197 198 197 196 192 190 190 193 196 196 195 4532
8 197 202 204 203 201 200 200 200 205 209 215 223 233 236 239 236 243 264 234 234 275 281 279 275 5489
9 277 277 270 255 282 297 293 271 298 309 310 311 312 313 313 314 314 313 310 309 300 269 301 306 7124
10 305 301 267 218 216 215 213 212 216 221 227 234 240 246 250 252 248 245 241 241 240 239 240 239 5769
11 236 240 241 235 234 231 228 227 229 234 241 248 251 254 256 258 254 251 261 266 277 270 255 260 5938
12 259 258 255 239 244 231 227 227 231 236 242 250 256 263 265 267 266 263 263 270 274 274 276 274 6111
13 276 280 280 269 281 307 313 313 326 347 357 358 359 360 359 356 354 353 351 350 350 354 363 366 7980
14 371 379 384 384 334 327 330 323 337 340 342 328 325 328 336 351 328 332 327 309 308 351 347 343 8162
15 338 332 327 321 318 316 315 314 314 313 311 307 307 305 303 301 298 296 294 292 290 288 287 285 7373
16 285 285 285 285 284 283 282 283 281 279 237 234 242 244 247 238 233 230 225 221 219 217 213 209 6039
17 206 205 204 203 205 205 207 212 233 239 245 248 255 258 261 263 264 261 264 257 273 286 280 257 5793
18 257 248 271 287 295 306 307 310 312 320 328 329 330 332 325 328 332 330 330 331 329 329 329 330 7524
19 330 328 328 323 327 303 327 322 310 305 268 287 314 294 284 272 266 258 250 245 242 240 238 237 6900
20 232 230 230 227 227 226 226 228 232 237 246 252 257 262 273 284 279 262 261 300 287 267 279 298 6104
21 281 294 307 307 314 318 316 312 293 305 336 337 338 338 337 338 336 331 328 329 331 321 312 307 7668
22 306 298 286 267 283 318 313 306 302 302 301 305 304 280 264 256 239 235 230 230 239 234 234 240 6573
23 253 268 287 298 298 296 296 296 296 296 295 292 288 286 283 276 269 266 249 188 185 183 180 179 6302
24 178 177 178 183 193 199 214 229 234 247 259 258 256 259 257 256 252 254 251 241 228 215 250 206 5475
25 218 223 232 244 256 256 256 255 256 258 258 263 258 263 265 257 221 215 233 267 272 275 273 275 6050
26 272 273 273 277 276 274 273 273 274 276 278 281 283 283 288 290 290 289 288 287 287 288 287 288 6750
27 289 288 289 288 291 294 291 290 292 295 292 293 296 295 295 295 297 296 292 289 272 243 224 219 6803
28 221 266 290 288 285 284 285 287 289 292 293 296 297 301 301 301 300 299 299 298 297 297 297 297 6960

Avg 262 265 266 264 267 269 269 268 270 274 277 281 283 285 286 284 280 277 274 272 270 268 266 264 6540
S D 48 48 47 47 45 46 46 44 41 41 42 39 37 35 35 37 39 40 40 41 42 45 47 49 840
S/A 0.18 0.18 0.18 0.18 0.17 0.17 0.17 0.16 0.15 0.15 0.15 0.14 0.13 0.12 0.12 0.13 0.14 0.14 0.14 0.15 0.16 0.17 0.18 0.18 0.13
Min 178 177 178 180 179 179 178 178 181 186 190 194 197 197 198 197 196 192 190 188 185 183 180 179 4532
Max 371 379 384 384 334 327 330 323 337 347 357 358 359 360 359 356 354 353 351 350 350 354 363 366 8162

n 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 1680 40320

Data Recovery: 0.0% missing; 0.0% failed QC -- 40320 total measurements.

Instrument: Eppley PIR (B)     Serial Number: 30835F3             Calibration Factor: K0=-9.48693; K1=0.236365 W/m²/µV; K2=1.01340; K3=-2.17706; Kr=7.044e-4     Calibration Date: 05/2002

Note: Daily values with a missing flag (*) are not used in monthly statistics.

Prepared by: Afshin M. Andreas, NREL<blank> ? > 90% Fail QC > 90% Fail QC

<value> ? > 20% Fail QC > 10% Fail QC
<blank> * > 90% Missing > 90% Missing

Data & Flag Hour Column Day Column
<value> * > 20% Missing > 10% Missing


